Thermal anemometers

SwemaAir 40

testo 425

Robust thermal anemometer with increased
sampling rate

The compact thermal anemometer with
fixed velocity probe
testo 425 is a compact anamometer with a fixed
thermal flow velocity probe. The probe head has a
diameter of 7.5 mm. With the extendable telescope
(length max. 820 mm), the measuring instrument
is suitable for flow velocity measurement in ducts.
The testo 425 also measures extremely accurately
in the low flow velocity range.
The volume flow is directly shown in the display.
For the purposes of volume flow calculation, the
duct area can be easily entered into the testo 425.
In addition to this, the instrument can be switched
over to display the current temperature. Timed and
point mean value calculation provide information
on the average volume flow, flow velocity and
temperature measurement value.

Thanks to its increased sampling rate of 4 Bit/sec.
to be better able to track leakage, the temperature
and air speed meter SwemaAir 40 will immediately
show you even the slightest air flows. The shortened
tipp of the telescopic probe enables you to locate
leaks easily, even in the corners of a room. The display shows the result of the measurement in m/sec.
There are two measuring ranges available for the
exact measurement of the airflow velocity.
The straight probe can be extended up to 660 mm.
It can be attached to the SwemaAir 40 as desired,
so that the device can be operated with one hand
only. The sturdy casing of anodised aluminium with
rubber-coated front ends is particularly impactresistant and is gentle on sensitive materials. Shipment includes 2 × 1.5 V Mignon cells (AA) and short
instructions manual.

The Hold function allows the current measurement
value to be frozen in the display, min./max. values
are also displayed at the press of a button.

Technical Data SwemaAir 40

Technical Data testo 425

Thermal hot-wire anemometer with digital display
and telescopic probe. Measures airflow velocity
and temperature.

Compact thermal anemometer with fixed velocity
probe incl. temperature measurement and
telescope, battery and calibration protocol.

Sampling rate
Telescopic shaft
Temperature measurement
Power supply
Dimensions (H × W × D)
Weight including
batteries

Sampling rate
Telescopic shaft
Temperature
measurement
Battery type
Battery life
Dimensions
(H × W × D)
Weight
Warranty

4 Bit/sec.
Extendable to 660 mm
-20 °C to +80 °C (±1 °C)
2 × 1.5 V Mignon cells (AA)
170 × 95 × 35 mm
approx. 550 g

Measuring ranges
Accuracy
0.1 to 2 m/sec.
±0.05 m/sec.
2 to 30 m/sec.
±5 % of measured value
(Indications for +10 °C to +40 °C)

Sensor types

2 Bit/sec.
Extendable to 660 mm
-20 °C to +70 °C (±1 °C)
9 V block battery, 6F22
20 h
182 × 64 × 40 mm
285 g
2 years

Thermal

NTC

Meas. range

0 to +20 m/sec.

-20 to +70 °C

Accuracy ±1 digit

±(0.03 m/sec.
+5 % of mv)

±0.5 °C
(0 to +60 °C)
±0.7 °C
(remaining range)

0.01 m/sec.
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